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Product datasheet
Characteristics

LV429518
long terminal shield - 4 poles - <= 250A

Main
Range of product NSX80...250 DC PV

NSX125...250 DC PV
NSX100...250
INS250
NSX160...250 DC PV
NSX200...250 DC PV
INV100...250
Easypact CVS100...250

Range EasyPact
Compact

Product or component type Long terminal shield
Device short name Long terminal shield
Accessory / separate part type Insulation accessories
Poles description 4P
[In] rated current 0...250 A

Complementary
Range compatibility Compact INS

Compact INV
Compact NSX

Product compatibility Compact INS250
Compact INV100...250
Compact NSX100...250

Compatibility code Terminal shields

Offer Sustainability
Sustainable offer status Green Premium product
RoHS (date code: YYWW) Compliant - since 0818 - Schneider Electric declaration of conformity

 Schneider Electric declaration of conformity

REACh Reference not containing SVHC above the threshold
Reference not containing SVHC above the threshold

Product environmental profile Available

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=848946&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=check&pid=848946&lang=en-us
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 Product environmental

Product end of life instructions Need no specific recycling operations

Contractual warranty
Warranty period 18 months

http://download.schneider-electric.com/files?p_Doc_Oid=4937031

